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aFor homogeneous products and substantial components of hon-homogeneous products.

b For any external non-substantial component of non-homogeneous products.

¢ Alternatively, any external non-substantial component having a PCS < 2,0 MJ/m? | provided that the
product satisfies the following criteria of EN 13823: FIGRA < 20 W/s, and LFS < edge of specimen, and
THRs00s < 4,0 MJ, and s1, and d0.

dFor any internal non-substantial component of non-homogeneous products.

¢ For the product as a whole.

fs1 = SMOGRA < 30m2/s2 and TSPsoos < 50m?2 ; s2 = SMOGRA < 180m2/s2 and TSPeoos < 200mZ2; s3 = not
s1ors2

9d0 = No flaming droplets/ particles in EN 13823 within 600 s;
d1 = no flaming droplets/ particles persisting longer than 10 s in EN 13823 within 600 s;
d2 = not dO or d1.
Ignition of the paper in EN ISO 11925-2 results in a d2 classification.

h Pass = no ignition of the paper (no classification);
Fail = ignition of the paper (d2 classification).

i Under conditions of surface flame attack and, if appropriate to the end—use application of the product,
edge flame attack.
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Test Report
Annex A
Classes of reaction to fire performance for construction products excluding floorings and linear pipe

thermal insulation products

Class Test method(s) Classification criteria Additional classification
A T=30°C, and
EN ISO 11822 and A ms50%, and -
t=0(i.e. no sustained flaming)
A1 PCS<2.0MJ/kg @ and
PCS=<2.0MJ/kg ¢ and
ENISO 1716 PCSs1.4MJ/m2 4  and ]
PCS<2.0MJ/kg ©
A T<50°C, and
ENIso ez A m<50%, and i
t<20 s
and | PCS<3.0MJ/kg 2 and
PCS<4.0MJ/m2 b and
A2 | ENISOT716 PCS=4.0MJim? ¢  and -
PCS<3.0MJ/kg ©
FIGRAST20WIS anc Smoke production fand
EN 13823 LFS<edge of specimen and FIamingpdroplets/particles .
THRe00s<7.5MJ
FIGRA<120W/s and
o EN 13823 and #Z\Is?<ecig;e5clz;‘]spe0|men and Smoke production 'and
: St Flaming droplets/particles 9
EN ISO 11925-2' -
_ within 60s Fs<150mm
Exposure =30s
FIGRA<250W/s and
c EN 13823 and #Z\Is?<eci%§|3|33pe0|men and Smoke production 'and
: 600s= Flaming droplets/particles ¢
EN ISO 11925-2' -
_ Fs<150mm within 60 s
Exposure=30s
5 EN 13823 | and | FIGRA<750W/s Smoke production fand
EN ISO 11925-2' Es<150mm within 60 s Flaming droplets/particles 9
Exposure=30s _
E ENISO 11_925_2 | Fs<150mm within 20 s flaming droplets/particles P
Exposure =15s _
F | ENISO11925-2 Fs>150mm within 20 s
Exposure =15 s
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c) Field of application

This classification is valid for the following end use applications:
--- With all substrates classified as A1 or A2

--- With mechanically fixing

--- No joint

This classification is valid for the following product parameters:

--- Characteristics as described in section Il b) of this test reports.

Statement:

This declaration of conformity is only based on the result of this laboratory activity, the impact of the
uncertainty of the results was not included.

The test results relate to the behaviour of the test specimens of a product under the particular conditions of
the test; they are not intended to be the sole criterion for assessing the potential fire hazard of the product in

use.

Warning:

This classification report does not represent type approval or certification of the product.

The test laboratory has, therefore, play no part in sampling the product for the test, although it holds
appropriate references to the manufacturer’s factory production control that is aimed to be relevant to the

samples tested and that will provide for their traceability.



